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Tip celule
Mono 166x83mm

Greutate
23,5kg

Cablu
(inclusiv conectori)
Nr. celule
Sticla
Priza de conectare
Conector

Clasa de utilizare

Tip celule
Mono 166x83mm

Ambalaj
36buc/palet, 792buc/40HQ

4.0mm2, Portrait: 300mm(+)/400mm(-)
Landscape: 1400mm(+)/1400mm(-)
144 (6×24)

IP68, 3 diode de Bypass
compatibil MC4

1000V/1500V DC
-40 ~ +85°C
20A
5400Pa
2400Pa
45°C±2°C
Class A

430W 435W 440W 445W 450W 455W 460W
Tensiune de mers în gol (Voc) 48.70V 48.85V 49.00V 49.15V 49.30V 49.45V 49.60V

41.51V 41.66V 41.81V 41.96V 42.11V 42.26V 42.41V
Curent de scurt-circuit (Isc) 11.23A 11.26A 11.29A 11.32A 11.35A 11.38A 11.41A
Curent maxim (Imp) 10.36A 10.44A 10.52A 10.61A 10.69A 10.77A 10.85A

323W 327W 331W 334W 338W 342W 346W
Tensiune de mers în gol (Voc) 46.09V 46.23V 46.37V 46.51V 46.66V 46.80V 46.94V

39.28V 39.43V 39.57V 39.71V 39.85V 39.99V 40.14V
Curent de scurt-circuit (Isc) 9.06A 9.09A 9.11A 9.13A 9.16A 9.18A 9.21A
Curent maxim (Imp) 8.23A 8.29A 8.36A 8.42A 8.49A 8.55A 8.61A


